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Unterputz 2-Wege Armatur für PGBASIC 
Artikelnummer: PGBX2W-B

Komponenten

Nr. Komponente Anzahl

1 Griff (Abb. ähnlich) 1

2 Madenschraube 1

3 Pin 1

4 Umstellerknopf 1

5 Blende 1

6 Dichtung 1

7 Dichtung 1

8 Schraube 4

9 Fliesenspiegel 1

10 Dichtung 1

11 Armatur 1

12 Dichtung 6

13 Schlüssel 2

14 Zertifikat unter: 
www.paulgurkesshop.de 1

15 Anleitung 1

Installationsschritte 
• Nach der Installation der Unterputz-Box und Prüfung auf Dichtheit ist das Wasser abzustellen. 
• Entfernen Sie den Schutz der Box. Montieren Sie die Armatur wie im zweiten Schaubild. 
• Ziehen Sie die Schrauben fest an, vergessen Sie die O-Ringe nicht. 
• Montieren Sie nun die Abdeckungen wie im dritten Bild. Justieren Sie die Abdeckung, bevor Sie diese fixieren. 
• Installieren Sie die Blende der Armatur wie im letzten Installationsbild. 
• Montieren Sie nun den Rest der Armatur.
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6Haling ring

7hHrPostatic control valvH

The control valve can be installed only after the (-box has been installed. )or 
the installation of the (-box, please refer to the installation guide of (-box.

Water pressure: 0.050pa- 1.00pa
Best performance at: 0.050pa-1.00pa
Temperature: �r�C-��r�C

3reparation before installation

3acking list for control valve with two-function

3lease check whether all the items in the packing list are included in the box. 

,f any item is missed, please contact us or the local agent for help.

5emarks: The accessories might be changed without in advanc  notification 
when the change doesn't affect the usage.

 e

The appearance and dimension of the product are subjected to the 
real product. The drawing or photo is for reference only.

1�6mall size�

2�(asy-installation in solid and cavity wall�

3.The 3re-embedded part ((-box) and control valve are installed separately, 

   so that it can avoid any damage on the chrome surface.

4.The 3re-embedded part ((-box) and control valve can be purchased 

   separately. ,t is special good for project of contractor.

5. ,t can work with different kinds of cartridge such as ��� RU ���ZLWK��

����GLIIHUHQW�KDQGOHV�RU�SODWHV�

�

6. ,t can work with single-function control valve or multi-function control valve.

7.The pipes can be flushed and tested for leakage before installing the control 

   valve.

8.The plate is designed with water-proof. ,t can avoid water penetrating into 

   the (-box or inside wall.

9.There is buffering device in the control valve to protect the cartridge.

10.'iverter is pressing style for easy-operation.

)eature of (-box
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CHrtiIicatH oI quality

Installation guidH and warranty card
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,nstallation guide

16ockHt wrHnch

76Haling ring

6top the water supply. 'isassembly the 
sealing board from the (-box, then put 
the thermostatic control valve into the 
(-box as shown. )ix it in the (-box by 
tightening the Allen screw. 
(,mportant: make sure to put in all the 
sealing ring.)
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CleDn with wDter Dnd dry it with soIt Floth.

CleDn the produFt with gentle liquid or glDss FleDner.

'on't FleDn with DErDsive mDteriDl, DErDsive pDper or kniIe.

'on't use DFid FleDner.

'uring deForDtion or DIter deForDtion Eut still do not reside in it, 
or no Eody stDy  in house Ior long time, pleDse Flose the wDter 
supply vDlve to Dvoid dDmDge in FDse oI high wDter pressure.
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7he instDllDtion guide is Ior reIerenFe only. 
5ight oI modiIiFDtion Dnd explDnDtion is reserved Ey our FompDny.

0DintenDnFe

7he (-Eox is only the pre-emEedded pDrt oI the FonFeDled shower 
mixer or EDth-shower mixer. 
,t FDnnot work without the Fontrol vDlve. 3leDse reIer to the Iollowing 
drDwing:

8sing guide

6top the wDter supply. 'isDssemEly the 
seDling EoDrd Irom the (-Eox, then put 
the Fontrol vDlve with two-IunFtion into 
the (-Eox Ds shown. )ix it in the (-Eox 
Ey tightening the Allen heDd sFrew. 
(,mportDnt: mDke sure to put Dll the
seDling 2-ring).

,nstDll the Fhrome plDte Ds shown DEove. 
0Dke sure thDt don't miss the seDling 
ring. 7hen DssemEly the hDndle Ey 
tightening the Allen 6Frew. )inDlly put 
the index Dnd the knoE Ior diverter.

,nstDllDtion guide

As shown in the photo, put the seDling 
ring Iirst, then the plDstiF gDsket. )ix 
the plDstiF gDsket with Allen heDd sFrew. 
3leDse Ddjust the plDstiF gDsket in the 
right position EeIore tightening the sFrew.
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two-IunFtion

ConFeDled EDth-shower 
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Handle

Chrome plate

Sealing ring for chrome plate

Allen head screw

Plastic gasket

Sealing ring

Control valve with two-function

Allen Key

Installation guide and warranty card

Allen head Screw

Index

O- ring for control valve

Sealing ring for diverter knob

Knob for diverter

The control valve can be installed only after 
the E-box has been installed. For the 
installation of the E-box, please refer to the 
installation guide of E-box.

Preparation before installation

Packing list for control valve with two-function

Please check whether all the items in the packing list are included in the box. 
If any item is missed, please contact us or the local agent for help.

Remarks: The accessories might be changed without in advanc  notification 

when the change doesn't affect the usage.

 e

The appearance and dimension of the product are subjected to the 

real product. The drawing or photo is for reference only.

1.Small size.

2.Easy-installation in solid and cavity wall.

3.The Pre-embedded part (E-box) and control valve are installed separately, 

   so that it can avoid any damage on the chrome surface.

4.The Pre-embedded part (E-box) and control valve can be purchased 

   separately. It is special good for project of contractor.

5. It can work with different kinds of cartridge such as Ø35 or 40,with  

    different handles or plates.

Ø

6. It can work with single-function control valve or multi-function control valve.

7.The pipes can be flushed and tested for leakage before installing the control 

   valve.

8.The plate is designed with water-proof. It can avoid water penetrating into 

   the E-box or inside wall.

9.There is buffering device in the control valve to protect the cartridge.

10.Diverter is pressing style for easy-operation.

Feature of E-box
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Water pressure: 0.05Mpa- 1.0Mpa
Best performance at: 0.1Mpa-0.5Mpa
Temperature: 5 C-80 C
Recommended hot water temperature:65°C

http://www.paulgurkesshop.de
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PaulGurkes Qualität 
• Herzlichen Glückwunsch zum Kauf Ihres PaulGurkes Qualitätsproduktes. Unsere Produkte sind technisch 

ausgereift und unter Verwendung hochwertiger Materialien gefertigt. 
• Jedes Produkt unterzieht sich einer handverlesenen Qualitätskontrolle. 
• Sollten Sie mit unseren Produkten nicht zufrieden sein, kontaktieren Sie uns. 

Säuberung & Wartung 
Um eine gleichbleibende Qualität zu gewährleisten, ist folgendes zu beachten: 
• Mit sauberem Wasser abspülen & mit Mikrofasertuch trocknen. 
• Schmutz nur mit milden Reinigungsmitteln entfernen. 
• Benutzen Sie keine Scheuermilch, Polierpaste, Papiertücher, etc. 
• Benutzen Sie keine säurehaltigen Reinigungsmittel oder Seife.

Ausgänge schalten 
• Ohne betätigen des Umstellers ist der untere Ausgang des Grundkörpers aktiv (Handbrause). 
• Durch Drücken des Umstellers ist der obere Ausgang des Grundkörpers aktiv (Kopfbrause).

Wir behalten uns das Recht vor, Aktualisierungen, Änderungen oder Ergänzungen an den bereitgestellten 
Informationen und Daten vorzunehmen.

Wasser regeln 
• Regeln Sie die Intensität indem Sie den Griff anwinkeln. Durch Bewegen des Griffs nach links 

(warm) und rechts (kalt) regeln Sie die Temperatur.

Clean with water and dry it with soft cloth.

Clean the product with gentle liquid or glass cleaner.

Don't clean with abrasive material, abrasive paper or knife.

Don't use acid cleaner.

During decoration or after decoration but still do not reside in it, 
or no body stay  in house for long time, please close the water 
supply valve to avoid damage in case of high water pressure.
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The installation guide is for reference only. 
Right of modification and explanation is reserved by our company.

Maintenance

The E-box is only the pre-embedded part of the concealed shower 
mixer or bath-shower mixer. 
It cannot work without the control valve. Please refer to the following 
drawing:

Using guide

Stop the water supply. Disassembly the 
sealing board from the E-box, then put 
the control valve with two-function into 
the E-box as shown. Fix it in the E-box 
by tightening the Allen head screw. 
(Important: make sure to put all the
sealing O-ring).

Install the chrome plate as shown above. 
Make sure that don't miss the sealing 
ring. Then assembly the handle by 
tightening the Allen Screw. Finally put 
the index and the knob for diverter.

Installation guide

As shown in the photo, put the sealing 
ring first, then the plastic gasket. Fix 
the plastic gasket with Allen head screw. 
Please adjust the plastic gasket in the 
right position before tightening the screw.
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